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Features
 Constant Voltage(C.V.) output
 Ultra Compact LED Driver
 High efficiency up to 86%
 Input voltage:100-240VAC
 Protections:Short circuit/Over current/Over load/Over

temperature
 OEM & ODM, Support customization
 Up to 50000-hour life time,3 Years warranty
 SAA,CE,UKCA,listed

LED Driver(Constant Voltage)
LDZ SERIES 5-60-watt models available in 5-36volt DC output

MODEL
QXP-LDZ-
06W0500

QXP-LDZ-
12W0500

QXP-LDZ-
12W1000

QXP-LDZ-
24W2000

QXP-LDZ-
24W1000

QXP-LDZ-
36W3000

QXP-LDZ-
36W1500

QXP-LDZ-
48W4000

QXP-LDZ-
48W2000

QXP-LDZ-
60W2500

QXP-LDZ-
60W2500

QXP-LDW OEM
/ODM

OUTPUT

DCVoltage 12V 24V 12V 12V 24V 12V 24V 12V 24V 12V 24V 5-36V
option

RatedCurrent 0.5A 0.5A 1.0A 2.0A 1.0A 3.0A 1.5A 4.0A 2.0A 5A 2.5A 0.5-5A

Rated Power 6W 12W 12W 24W 24W 36W 36W 48W 48W 60W 60W 5-60W

VoltageTolerance +/-0.5V

Start-upTime (Typ.) <300ms120VAC/230VAC

INPUT

Voltage Range 100– 240VAC

Frequency Range 50/60Hz

AC Current (Typ.) 0.3A 0.6A 1A 1A 1A 1A 1.2A 1.2A

Efficiency (Typ.) 84% 87% 87% 88% 88% 88% 90% 91%

InrushCurrent (Typ.) ＜50A 120 VAC/230VAC

Leakagecurrent <0.5mA / 120VAC/230VAC

GUARDS
Over Current Hiccup mode,auto-recovery upon removaloffaultcondition

ShortCircuit Hiccup mode,auto-recovery upon removaloffaultcondition

ENVIRO.

Ta 4°F (-20°C)to 104°F (40°C)

Working Humidity 20–90% RelativeHumidity, non-condensing

StorageTemp. & RH -40°F (-40°C)to 176°F (80°C), 10–95%RelativeHumidity

Vibration 10– 500Hz, 2G 10min./1cycle, periodfor60min.eachalongX,Y,Z axes

SAFETY
& EMC

SafetyStandards EN61347-1 EN61347-2 ETL1310

WithstandVoltage I/P– O/P: 1.2KVAC

Isolation Resistance I/P– O/P: 100MOhms/ 500VDC/25°C/ 70% RH

EMC Emission ENIEC55015:2019+A11:2020,EN61547:2009EN IEC61000-3-2

OTHER

MTBF 50000Hours

Cooling FreeAir Convection

Case Fully isolatedpolycarbonateplasticcasewithbuilt interminal blockfordirect-wireconnections

Dimensions(L*W*H)
42*40*20mm
1.65*1.57*0.7in
(6W)

76*38*24mm
3.0*1.5*0.9in
(12W)

94*44*24mm
3.7*1.7*0.9in
(24W)

105*90*49mm
4.1*3.5*1.9in
(36W)

120*50*32mm
4.72*1.9*1.2in
(48-60W)
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24W

36W 48-60W

LED Driver
5-60-watt models available in 5-36volt DC output

Dimensions （ mm）

Output load

6W 12W


